
I TUNNEL MOBILI AUTOPORTANTI
mod. DRA.A

Hanno una struttura portante in acciaio zincato a bagno caldo a
due testate fisse, costituita da capriate collegate tra loro da
pantografi, scorrevole su guide a terra; con telo di protezione

laterale e telo di copertura in trevira ad alta tenacitˆ in  pvc autoestin-
guente classe II munito di opportuni cinturini di ancoraggio e con la
possibilitˆ di inserimento di due tende di chiusura frontali  munite di
tubi di sostegno, perni di chiusura e cancello di sicurezza. Sono com-
posti da due testate autoportanti (quella anteriore e quella posterio-
re) e dai pantografi mobili (pertanto non necessitano di altri appoggi),
e scorrono su guide a terra.

T hese tunnels have a hot-galvanized steel supporting structure
with a couple of fixed heads composed of trusses connected to
each other by pantographs, sliding on rails fixed to the ground,

with a lateral protective sheet and an extra-strong trevira fabric class
II self-extinguishing PVC tarpaulin with anchoring belts and the pos-
sibility to insert two frontal closure curtains supplied with supporting
tubes, locking devices and security gate. They are supplied whit a
couple of anterior and posterior self-carrying heads and mobile pan-
tographs (that do not need any supporting structure), sliding on rails
fixed to the ground.
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